20001122.ba v03_n042.bam.20001122 


>From ???@??? Wed Nov 22 13:23:43 2000 -0600 

Date: Wed, 22 Nov 2000 13:21:25 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3042 

Message-Id: <20001122202313 .1C54152B4@devel43.theporch.com> 


BOATANCHORS Digest 3042 
Topics covered in this issue include: 


1) RE: Lawrenceville Hamfest Photos 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
2) Test, is MSN still spam? 
by "Roberta J. Barmore" <rbarmore@email.msn.com> 
3) Re: FRS suppliment 
by Joe LeKostaj <jm_lekostaj@attglobal.net> 
4) ADMINISTRIVIA: Over Quoting 
by listown@nanniandjack.com (Mail List Owner) 
5) WTD: Heath IM-2215 Manual 
by Merz Donald S <merz.ds@mellon.com> 
6) The Globe vs GFI's 
by john <johnmb@mindspring.com> 
7) Re: The Globe vs GFI's 
by "anchor" <anchor@ec.rr.com> 
8) Warning : English Radios 
by =?1s0-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
9) TV-7 parts needed 
by "Paul H. Anderson" <pha@pdq.com> 
10) Re: The Globe vs GFI's 
by jackiv@juno.com 
11) Re: AC Motor info needed 
by "Barry L. Ornitz" <ornitz@tricon.net> 
12) Re: The Globe vs GFI's 
by "Richard Brunner" <rbrunner@gis.net> 
13) Re: The Globe vs GFI's 
by Arden Allen <gumbear@pacbell.net> 
14) Wireless for the Warrior. 
by "Robert Nickels" <ranickel@mwci.net> 
15) Fw: S.G. Roscoe's Manuscript, index 
by "Robert Nickels" <ranickel@mwci.net> 
16) Re: TV-7 parts needed 
by Arden Allen <gumbear@pacbell.net> 
17) Re: Fw: S.G. Roscoe's Manuscript, index 
by Jerry Proc <jproc@idirect.com> 
18) Re: sensitivity of BC-312, RME-69, etc. 


by "Hue Miller" <kargokult@proaxis.com> 
19) RE: S.G. Roscoe's Manuscript, index 

by "Bill Hawkins" <bill@iaxs.net> 
20) Re: sensitivity of BC-312, RME-69, etc. 

by Al Klase <skywaves@bw.webex.net> 
21) Davco DR-30 Receiver Success and Web Page! 

by "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
22) Re: PE 99 generator 

by Paul Thekan <Paul.Thekan@eimac.cpii.com> 
23) Re: The Globe vs GFI's 

by Richard Loken <richardlo@devax.admin.athabascau.ca> 
24) BC 148 and 470 ??? help needed 

by BEN NOCK <G4BXD@compuserve.com> 


Message-ID: <1D1B8647FA5CD411A02800508BDFDOA01FBBAC@stpmsx03.stp.guidant.com> 
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Lawrenceville Hamfest Photos 
Date: Tue, 21 Nov 2000 11:11:49 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


wow, 


I gotta attend that hamfest. Not only does it have actual ham radio 
equipment ( I know, odd to expect ham radio equipment at a hamfest), but 
look at all the great BA! At the big hamfests here in Minnesota I'm mildly 
surprised when I see a table holding ham equipment, and even more surprised 
when its BA. 


73, Scott WAIWFA 
http: //www.qsl.net/wa9wfa 


-=2S2 Original Message----- 

From: Allen Cutts [mailto:cacutts@mindspring.com] 
Sent: Monday, November 20, 2000 7:44 PM 

To: Old Tube Radios 

Subject: Lawrenceville Hamfest Photos 


Hi All, 


I posted some photos of the 2000 Lawrenceville GA Hamfest at the following 
URL: 


http: //www.mindspring.com/~cacutts/radio/ba/hamfest/law00a. html 
Enjoy and 73s, 


Allen Cutts 
N40Z1 


Message-ID: <0Q06901c053dd$8562dae0$c05e0387@satellite> 
From: "Roberta J. Barmore" <rbarmore@email.msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Test, is MSN still spam? 

Date: Tue, 21 Nov 2000 12:07:23 -0500 


Roberta J. (Bobbi) Barmore KB9GKX "RJ" xrbarmore@email.msn.com 
SOWP 5598-TA * FISTS 3388 * ARRL x RSGB * WIA 
Builder, restorer and user of vintage keys and tube-type ham gear 


Mime-Version: 1.0 

Message-Id: <p04320411b64073ba8e4d@[32.102.132.241]> 

Date: Tue, 21 Nov 2000 12:59:25 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Joe LeKostaj <jm_lekostaj@attglobal.net> 

Subject: Re: FRS suppliment 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Jay, 
Maybe it's subliminal advertising like the whisky advertisements 


which pictured a glass filled with ice cubes, and the reflections 
inside the ice cube allegedly spelled out the letters s-e-x. (Is 


that an urban legend, or was it ever really proven?) :-) 
13% 
Joe KILY 


At 8:27 AM -0700 11/21/2000, jay_coward@agilent.com wrote: 

>Hello Group, 

> Just received my Fair Radio Supplement.The R-390A pictured has the letters 
S on the left side and X on the right in spray paint. 


Message-Id: <200011211915.eALJF0609258@0sr506. nanniandjack. com> 
From: listown@nanniandjack.com (Mail List Owner) 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: ADMINISTRIVIA: Over Quoting 
Date: Tue, 21 Nov 2000 11:15:00 -0800 (PST) 


Gang- 


Apparently the gentle nudge and suggestion approach to the issue of 
improving the quality of posts to the BoatAnchors list, and maintaining 
our excellent (and high) signal to noise ratio is falling on DEAF EYES! 


PLEASE READ THIS AND SAVE IT BECAUSE IT IS IMPORTANT!!! 


The list culture is to include only those portions of a prior post 
that are required to maintain the context of your comments. We have 
always tried to reduce the amount of "chaf" on the list, and this 
is one good way. 


In private mail between you, a subscriber, and me, as list manager, 
I really don't care one way or the other, but when posting to the list, 
there are at least two issues of concern: 


1) the increased bandwidth from including extra text. 
With the trial subscriptions and full members, the number of copies 
of each post mailed out change the impact of each extra word so that 
each single character becomes 1,000 characters of mail! 


2) by not editing out included text, it sends a not at all subtle 
message to the list, that the poster considers his/her own time 
required to merely swipe his mouse across the text and tap the delete 
key, to be more valuable than the collective time and energy of the 
600-700 readers on the list... not exactly a "positive" message! ;%) 


This isn't rocket science... you place the pointer at the top of the 
message you are including xparts* of, and click-drag to where you need 
to include, and then hit the backspace or delete key... painless, 
easy, quick, and very helpful to the list. 


PLEASE begin to pay attention to this... those who consistently can not be 
bothered to be considerate of the list will forfiet posting privileges 
and risk not being invited back for membership. 


Treat the list as a symposium. In such an environment, with 600 others 
attending who have paid to be there, it is unlikely you would repeat 
someone else's portion of a conversation in its entirety as part of 
your own remarks... it would become very tedious, very quickly, if you 
did... especially if you repeated even the closing signature block of 
the previous message. 


Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet. 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Tue Nov 21 11:15:00 PST 2000 


Message-ID: <20001121215019 .16662.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTD: Heath IM-2215 Manual 

Date: Tue, 21 Nov 2000 16:45:16 -0500 

MIME-Version: 1.0 

Content-Type: text/plain 


Hi. I need a manual copy for the Heathkit IM-2215 DVM if anyone has such. 
Happy to pay costs in 5U4's or cash or wampum. 


I am off of e-mail until 11/28 so can't reply until then. Saturday I take 
the General exam--wish me luck. 


Here's something to think about while eating or during the commercials 
interrupting your football game: Did BA-era hams have a better sense of 
humor than today's hams? Or was it just their magazine editors? For your 
consideration, approbation and for further cogitation, I submit the 
following "“Ham-Ad" from 1958: 


Attractive young movie actress with good 


equipment 

desires someone to teach code and theory. 
Requires 

3 days per week, one hour per day. Salary 
9,000 per 

year, board, room and expenses. Must be free 
to travel 

as social companion. 300SL supplied. 
Applications 

must be accompanied by a new or renewal 
subscription 

to Western Radio Amateur. Write Box 1, 10517 
Haverly 


Street, El Monte, Calif. 


73 and Happy Thanksgiving, Don Merz, N3RHT 
KK KI KK IKK III KIKI KIKI KKK III III KIKI IKI III III III IIIA III III RIK 


DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 
person is not authorized. If you are not the intended recipient please 
notify us immediately by returning e-mail to the originator. 


Message-Id: <3.0.3.32.20001121183809 .00d19c30@mindspring. com> 
Date: Tue, 21 Nov 2000 18:38:09 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: The Globe vs GFI's 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Smoke testing on the Globe King resumed this frosty afternoon. 
It's nice to see the nice bright filament of the 4-400 and the absence 
of smoke. 


Proceeding to the tuning steps, I began the oscillator tuning, when 
the GFI tripped (this is taking place in the garage). I do remember 
when replacing the line cord, that there's some healthy decoupling 
caps in there as some 50's version of "Y" rated cap. 


What's the consensus? Disconnect (temporarily or otherwise) those caps (the 
Globe manual sez: .1@ 250V... no technology given) and procede, or 

replace with smaller value "Y" rated film cap? If so , what capacitance 
value would be recommended? 


Suggestions appreciated! 
John 


Message-ID: <01c301c0541a$2c130220$6401a8c0@Default> 
From: "anchor" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: The Globe vs GFI's 
Date: Tue, 21 Nov 2000 19:21:33 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


Boy, isn't that frustrating? 

I think I'd replace them with .01's, don't know the "Y" rating, but I'd 
use 600vac rated. 
Just sounds like those old .1's are a bit leaky, not real bad. I've gota 
little HB amp that's tripping the GFI, it's small enuf that I just put it on 


the isolation xfmr. 
Glad you're getting it going, I'll be looking fwd to working you soon. 

(and tonite's supposed to be frostier.) 
73, 
Al, W8UT 
New Bern, NC 
BoatAnchors appreciated here 
anchor@coastalnet.com or anchor@ec.rr.com 

(both work now, coastalnet will go away soon) 


And remember; "-They don¥t make tubes nowadays like they used to..." 


Message-ID: <000501c0541f£$0901b4c0$1b68acce@blyhpg64> 
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Warning : English Radios 
Date: Tue, 21 Nov 2000 19:53:05 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Bonsoir to All 

Devious Albion has done it again, restrung with care and 
much labor a CR150, Marconi 

marine receiver, the usual way that is Band No.1 at left 
and going clockwise 2-3-4--. 

Its only after installing the front panel that band No.1 is 
at the right and 2-3-4-- goes counter 

clockwise that the horror of it struck me. 

Of curse you flip the toggle down for "ON", the Racal 17 
and others have the bandswitch 

on the right hand knob and the dial knob on the left, etc 
etc. 

Must admit that the CR150 has a redeeming feature, all the 
components are identified. 

Back to string one. 

Andre 


Date: Tue, 21 Nov 2000 20:53:39 -0500 (EST) 
From: "Paul H. Anderson" <pha@pdq.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: TV-7 parts needed 


Message-ID: <Pine.BSF.4.21.0011212050410. 89877 -100000@pdq. com> 
MIME-Version: 1.0 
Content-Type: TEXT/PLAIN; charset=US-ASCII 


Howdy folks, 


I need to either repair or replace 2 of the ceramic wafers in my function 
switch in my TV-7D/U. Anyone have spare wafers I can try making repairs 
with, or ideally, a whole, working function switch? Alternatively, is 
there any decent glue that will glue the ceramic? 


Thanks in advance for your time, 


Paul 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Tue, 21 Nov 2000 20:14:21 -0600 

Subject: Re: The Globe vs GFI's 

Message-ID: <20001121.201422. -302101.12.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


I think that if you look at specs for the usual GFIs that they trigger on 
an unbalanced 5 ma level from neutral to ground. that is the lowest 
current that the body can tolerate without causing ventricular 
fibrillation.. ( re Dalziel, calif. maven) 

did i say this right hank? 

Some of the line to ground caps in some radios will cause more than 5 ma 
to flow. use a ground isolating plug.. 
I use a LARGE isolation transformer on my bench/s' each tx is either 500 
or 750 va rating. There is no path to the GFI- on the normal outlet 
strip. 


JACK IVERSON ARRL- OOTC RCA IEEELM 
TCA QCWA AMI CCA 
1110 N OLD MILL RD 
PALATINE IL 60067 
jackiv@juno.com 


Message-ID: <0Q0c501c0542e$5ef7c9a0$424d62d8@naxs. com> 
From: "Barry L. Ornitz" <ornitz@tricon.net> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: AC Motor info needed 

Date: Tue, 21 Nov 2000 21:46:06 -0500 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Allow me to add something to what Hank van Cleef wrote: 


On capacitor motors, the capacitor is generally an AC electrolytic 
(unpolarized) with plenty of capacitance, but generally fairly high 
leakage. General problem with them is that they dry out and lose 
Capacitance. Starting current draw tends to be quite high---on the 
order of 10X the running current. 


VVVNV Vv 


Motor START capacitors may be non-polar electrolytics, but motor RUN 
capacitors should be film, paper, or oil-filled types. The high 
dissipation factor of non-polar electrolytics causes them to be unsuitable 
for continuous duty service in this application. 

Motor START capacitors are rated only for intermittent duty. 


The typical motor start non-polar electrolytic capacitor with a thick 
phenolic case makes a mighty powerful bomb when used in continuous duty 
applications. We had a physicist learn this the hard way once. 


Non-polar electrolytics are often used in antenna rotators which use 
bi-phase motors. They are used here for their small size and low cost. As 
long as the rotator is used on a very low duty cycle allowing the 
capacitor's internally generated heat to cool, they work reasonably well - 
but they still have a relatively short life compared to power supply DC 
electrolytics. 


73, Barry L. Ornitz WA4VZQ ornitz@tricon.net 


Message-ID: <004c01c0542f£$9ee24940$67e9d13f@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <boatanchors@theporch.com> 
Subject: Re: The Globe vs GFI's 
Date: Tue, 21 Nov 2000 21:54:28 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


" IT think that if you look at specs for the usual GFIs that they trigger on 
an unbalanced 5 ma level from neutral to ground. that is the lowest 


current that the body can tolerate without causing ventricular 
fibrillation.. ( re Dalziel, calif. maven)..." 


I calculate that 0.11 microfarad will pass 5 Ma at 120 volts, so those 
capacitors are too large even if they are good. If they are anything other 
than ceramic, they are almost certainly leaky and will fail spectacularly 
soon anyway. Replace them with .01's or leave them out - it probably 
doesn't matter anyway. Capacitance tolerance is usually on the high side, 
and can be significant. If you do replace them, get the ac rated ones and 
you will have no further troubles. 


Richard Brunner, AA1P, rbrunner@gis.net 


Date: Tue, 21 Nov 2000 19:14:07 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: The Globe vs GFI's 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG4EQ01ZROX6YF@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


High John; 


> What's the consensus? Disconnect (temporarily or otherwise) those caps 
(the 

> Globe manual sez: .1@ 250V... no technology given) and procede, or 

> replace with smaller value "Y" rated film cap? If so , what capacitance 
> value would be recommended? 


The CORRECT way to deal with this problem is twofold, from my perspective: 


1) DO NOT disable primary circuit bypassing. Replace caps, if needed, 
with same value caps or at least nearly the same value. RF from antenna 
radiation flows in house wiring and can create havoc in some cases. Havoc 
like BURNING OUT A TRANSFORMER PRIMARY WINDING. Get a healthy current node 
at that point and fffffzzzzzttt!, there goes your tranny. The caps provide 
an RF short to ground protecting the transformer. Only run your gear when 
it is grounded to the station ground either through the use of a three wire 
power cord (which can be flaky) or by a separate heavy bonding wire from 
chassis to ground. 


2) DO NOT remove GFI's from circuits that are required to be protected, 
such as those for bathroom, kitchen, garage and outdoors. Install a 
separate circuit for your radio shack. In the shack provide a master 
switch that disconnects and grounds station wiring for lightening 
protection and also for when you are working on gear. Bond the station 


anntenna system ground to the utility service entrance ground with a code 
required size of wire. Keep it legal and keep it SAFE. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <024d01c05445$700c3a20$5a2fcfd1@quantex> 
From: "Robert Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Wireless for the Warrior. 
Date: Tue, 21 Nov 2000 21:26:27 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I recently stumbled across this very interesting website. Lots of pictures 
to aid in identification of British and other radios, plus some fascinating 
info on the Fullerphone, Gibson Girl, and other WWII era gear: 


http: //home.wxs.nl1/~meuls003/home. html 


73, Bob WIRAN 


Message-ID: <025601c05446$d27809e0$5a2fcfd1@quantex> 
From: "Robert Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Fw: S.G. Roscoe's Manuscript, index 
Date: Tue, 21 Nov 2000 21:36:32 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


In 1982, Spud Roscoe of Nova Scotia, Canada wrote what the following webpage 
describes as "A history of communications commencing with the first visual 

systems, continuing through wired and wireless telegraphs, terminating ina 

brief description of the electronics fitted in the modern merchant ship and 

the largest marine radio station in Canada, Halifax Radio VCS". 


It's pretty fascinating reading for anyone interested in the evolution of 
communications, although only selected pages are posted (for reasons unknown 
to me) on the web: 

http://www. scotweb.co.uk/ns1398/roscoedx. html 


And, at the bottom of this page, there is a link to another fascinating 


document, published in full on the web - Modern Practice of the Electric 
Telegraph (Book) 1872, by Frank L. Pope 
http: //sd.znet.com/~cdk14568/mpet/contents. html 


Cool reading for cold winter nights! 
73, Bob WIRAN 


Date: Tue, 21 Nov 2000 19:26:47 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: TV-7 parts needed 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG4EQO9POPGV2W@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Paul; 
> there any decent glue that will glue the ceramic? 


Yup. Clear, slow curing epoxy. Don't use the five minute stuff. Clean 
switch thoroughly with clean acetone to get rid of oil, flux, wax, etc. 
before gluing. Relube contacts after repair is completed. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <3A1B3A3D.BF52AA26@idirect.com> 
Date: Tue, 21 Nov 2000 22:15:10 -0500 

From: Jerry Proc <jproc@idirect.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@theporch.com 

Subject: Re: Fw: S.G. Roscoe's Manuscript, index 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Robert Nickels wrote: 


> IIt's pretty fascinating reading for anyone interested in the evolution of 

> communications, although only selected pages are posted (for reasons unknown 
> to me) on the web: 

> http://www.scotweb.co.uk/ns1398/roscoedx.html 

Hi Robert, 


I know Spud Roscoe personally and it will surprise you to know that Spud doesn't 


own a computer and is not in control of the manuscript conversion to HTML. 
Although I don't have the complete story, I do know that the manuscript is in 
the hands of a third party at this time and the condition you see now has been 
evident for some time. I've brought this to Spud's attention in the past but I 
don't know if he did or can do anything about it. There is no contact name 
listed on the web page either. 


At least now I can tell him his partially converted manuscript has been 
discovered in Cyberspace and perhaps he can turn up the heat to ensure that the 
work is taken to completion :-) 


Regards, 

Jerry Proc VE3FAB jproc@idirect.com 

http: //webhome. idirect.com/~jproc/ve3fab 

HMCS HAIDA Historic Naval Ship, Toronto Ontario 


Message-ID: <0Q00701c0544d$£3a70c40$88c36ac6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: sensitivity of BC-312, RME-69, etc. 
Date: Tue, 21 Nov 2000 22:32:09 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello- i am interested in what might be actual and typical 
AM sensitivity figures for radios from the late 1930s with 
the typical 2 RF, mixer, 2 IF schematic. That would be like 
the BC-312, maybe the RME-69, maybe the SX-28, the 

Zenith Stratosphere home radio, and no doubt many others 

i can't name. With selectivity set to ‘moderately wide', if 
that's possible. ( Not "wideband" but wide enough for 
comfortable SW broadcast listening.) 

Thanks- Hue Miller 


From: "Bill Hawkins" <bill@iaxs.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: S.G. Roscoe's Manuscript, index 
Date: Wed, 22 Nov 2000 00:50:23 -0600 
Message-ID: <002d01c05450$7cf£63140$290aa8cO@darius> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 


Content-Transfer-Encoding: 7bit 


Hey, Bob, that telegraph book is indeed fascinating. And those 
were the days when you could study something and put it all in 
one book, versus something like the RadLab series. 


It's interesting that quantities are given in relative terms, 
not Volts and Ohms. I looked up ol' Georg Simon Ohm to date 
Ohm's Law. He published in 1827, but it wasn't widely accepted 
by scientists until 1841. Knowledge sure did move at a more 
gentle pace in those days. 


Thanks for the diversion on this cold winter night (10 degF). 


Regards, 
Bill Hawkins 


>And, at the bottom of this page, there is a link to another fascinating 
>document, published in full on the web - Modern Practice of the Electric 
>Telegraph (Book) 1872, by Frank L. Pope 

http: //sd.znet.com/~cdk14568/mpet/contents. html 


>Cool reading for cold winter nights! 
>73, Bob W9RAN 


Message-ID: <3A1BF9E4.881337D3@bw.webex.net> 
Date: Wed, 22 Nov 2000 08:52:52 -0800 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: sensitivity of BC-312, RME-69, etc. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hue and the Group, 

The simple minded answer is a couple of microvolts. 

The RCA AR-88D manual quotes "approximate values" for both 
ends of each of the six bands for three different test 
standards. Measurements were presumably made with 400-cycle 
30% AM modulation. 


For example: 


"Sensitivity in Microvolts for 0.5 watt" (audio output) 


12.1 MC - 1.2 uV, 16.4 MC - 0.7 uV 


"Antenna input in Microvolts for 6 DB Signal-Noise Ratio" 
12.1 MC - 1.3 uV, 16.4 MC - 1.2 uV 


"Antenna input in Microvolts for 20 DB Signal-Noise Ratio" 
12.1 MC - 6.6 uV, 16.4 MC - 7.0 uV 


The AR-88 was an early 1940's design, and is marginally 
hotter than the sets you mention. Over the years I've made 
rough measurements on various sets when they were on my 
bench. You can generally discern a 30% AM signal down to 
about a microvolt or less, and "a couple of microvolts" will 
bring the signal up out of the noise where you can measure 
it. 10 microvolts should get you comfortable listening on 
most of these sets. 


BTW: S9 on most of the sets is on the order of 100uV. 


713% 
Al 


Hue Miller wrote: 


Hello- i am interested in what might be actual and typical 
AM sensitivity figures for radios from the late 1930s with 
the typical 2 RF, mixer, 2 IF schematic. That would be like 
the BC-312, maybe the RME-69, maybe the SX-28, the 

Zenith Stratosphere home radio, and no doubt many others 

i can't name. With selectivity set to ‘moderately wide', if 
that's possible. ( Not "wideband" but wide enough for 
comfortable SW broadcast listening. ) 

Thanks- Hue Miller 


VV VV VV VV VM 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-Id: <4.2.0.58.20001122105205.00a64758@miavx1.muohio.edu> 
Date: Wed, 22 Nov 2000 11:16:14 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
Subject: Davco DR-30 Receiver Success and Web Page! 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Gang, 

I've finally finished my DR-30 restoration project. Many, many thanks to 
all of you who offered advice and assistance, and especially to Rick, 
WA6NCX, who lent me his working DR-30 to benchmark against. I never could 
have succeeded without all of your assistance. 


The DR-30 is truly one of the most unusual ham-band receivers I've ever 
seen. Check out the photos and stats on this amazing little rig on my new 
(as of this morning) Davco DR-30 web page. You can get to it at 

http: //www.muohio. edu/~4cx250b/web/davco.htm 


Again, thanks for all your help. 
73, 


Jim Garland W8ZR 


Message-Id: <4.2.0.58.20001122085802 .009562b0@pop3.eimac.cpili.com> 
Date: Wed, 22 Nov 2000 09:07:48 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Subject: Re: PE 99 generator 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Someone had posted a need for info on the PE 99 awhile back . My 1945 
isuue of TM 11 -223 that deals with power plants stated that the intended 
use for this generator was for the following: SCR 632 ,633, 634, 643 , 644 
and 645. These systems basically consisted of but not exclusively of the 
the following sets , BC 640 vhf xmtr , BC 639 vhf recv. , SCR 522 ( ground 
version) and various support pieces. Hope this helped. 


Paul 


Date: Wed, 22 Nov 2000 11:01:10 -0600 (MDT) 

From: Richard Loken <richardlo@devax.admin.athabascau.ca> 

Subject: Re: The Globe vs GFI's 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch. com> 

Message-id: 
<Pine.PMDF.3.95.1001122105730.541150932L-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 


Content-type: TEXT/PLAIN; charset=US-ASCII 
On Tue, 21 Nov 2000, Richard Brunner wrote: 


> I calculate that 0.11 microfarad will pass 5 Ma at 120 volts, so those 
> capacitors are too large even if they are good. If they are anything other 
> than ceramic, they are almost certainly leaky and will fail spectacularly 

> soon anyway. Replace them with .01's or leave them out - it probably 

> doesn't matter anyway. Capacitance tolerance is usually on the high side, 
> and can be significant. If you do replace them, get the ac rated ones and 
> you will have no further troubles. 


There are UL listed line bypass capacitors for this application that you 
should use. They are expensive at a $1.00 or more a piece but they are 
will lower the risk a bit. 

Richard Loken VE6BSV, Systems Programmer - VMS 

Athabasca University 

Athabasca, Alberta Canada 

xx richardlo@admin.athabascau.ca xx 


Date: Wed, 22 Nov 2000 14:20:48 -0500 
From: BEN NOCK <G4BXD@compuserve.com> 
Subject: BC 148 and 470 ??? help needed 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200011221420_MC2-BBD1-B3F4@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Whilst updating my web site I realised 
I am still in need of items for the above sets. = 


An actual item, or at least detailed notes on, the aerial for 
the BC-148 set. = 


Also, details, circuits, connector info etc for the BC-470 = 


Direction finding set. = 


Also, what set the Control Box C-56/APX-2 goes to. = 


cheers, Ben. G4BXD 


Military Wireless in the Midlands Museum Site 
www.qsl.net/g4bxd 


End of BOATANCHORS Digest 3042 
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